
UPTURNED T SERIESFORTY series

SOUND REINFORCEMENT ACOUSTIC RESEARCHCONTROLLED RADIATION

Via Monti Urali, 29 - 42122 Reggio Emilia (Italy) - Tel. +39 0522 557735 - Fax +39 0522 391268 - E-mail: info@peeckersound.com

SOUND REINFORCEMENT CONTROLLED RADIATION ACOUSTIC RESEARCHCONTROLLED RADIATION

Via Monti Urali, 29 - 42122 Reggio Emilia (Italy) - Tel. +39 0522 557735 - Fax +39 0522 391268 - E-mail: info@peeckersound.com

SOUND REINFORCEMENT ACOUSTIC RESEARCHCONTROLLED RADIATION

Via Monti Urali, 29 - 42122 Reggio Emilia (Italy) - Tel. +39 0522 557735 - Fax +39 0522 391268 - E-mail: info@peeckersound.com

FORTY series40SW15 • 40SW15/A
Passive/active 15” professional subwoofers

40SW18 • 40SW18/A
Passive/active 18” professional subwoofers

TECHNICAL FEATURES
System configuration (40SW15) passive subwoofer
System configuration (40SW15/A) active subwoofer
Power handling RMS 550 W
Power handling Music 1100 W
Power handling Peak 2200 W
Frequency response (-6 dB) 45÷120 Hz
Nominal impedance (40SW15) 8 Ω
Axial sensitivity (1W@1m) 100 dB
Continuous SPL (@1m) 127 dB
Peak SPL (@1m) (40SW15) 133 dB
Peak SPL (@1m) (40SW15/A) 130 dB

TRANSDUCERS
LF sub system 1x15” 
Nominal impedance 8 Ω
Nominal power handling (AES) 550 W
Sensitivity (1W@1m) 99 dB

TECHNICAL FEATURES
System configuration (40SW18) passive subwoofer
System configuration (40SW18/A) active subwoofer
Power handling RMS 600 W
Power handling Music 1200 W
Power handling Peak 2400 W
Frequency response (-6 dB) 40÷120 Hz
Nominal impedance (40SW18) 8 Ω
Axial sensitivity (1W@1m) 100 dB
Continuous SPL (@1m) 128 dB
Peak SPL (@1m) (40SW18) 134 dB
Peak SPL (@1m) (40SW18/A) 130 dB

TRANSDUCERS
LF sub system 1x18” 
Nominal Impedance 8 Ω
Nominal power handling (AES) 600 W
Sensitivity (1W@1m) 99 dB

 Professional Subwoofers

GENERALITÀ
Diffusore subwoofer di tipo passa-banda estremamente 
compatto, progettato per assicurare un’alta efficienza acustica 
e una riproduzione delle frequenze ultra basse. Destinato ad 
essere impiegati in sistemi professionali multi-amplificati di grande 
potenza.

COMPONENTI
Il modello 40SW15 monta un woofer da 15” con bobina in rame 
smaltato, per garantire la massima tenuta ai sovraccarichi termici. 
La membrana è di tipo idrorepellente, resistente a condizioni 
estreme di umidità e temperatura. Il cestello in alluminio è dotato 
di dissipatore termico. 

CABINET
Il mobile di 40SW15 è realizzato in legno di betulla finlandese 
ad alta densità e rigidità strutturale. Lo sviluppo e la sezione 
del caricamento sono stati ottimizzati in funzione dei parametri 
dell’altoparlante, al fine di garantire il massimo dell’efficienza 
totale e di estensione nella risposta. 40SW15 è provvisto di griglie 
di protezione antisfondamento e rivestito internamente di spugna 
antipolvere trasparente al suono. 

 Frequency response

 Impedance response

VERSIONI
È disponibile la versione attiva (mod. 40SW15/A), con amplificatore 
digitale in tecnologia switching da 500 W e DSP (Digital Signal 
Processor), avente 2 diversi tagli passa-basso selezionabili 
tramite switch, posizionato nel pannello posteriore.

Physical
Input connectors       2 x NL4 Neutrik® speakON
Cabinet        birch plywood
TECHNICAL FEATURESDimensions (WxHxD)      440 x 580 x 710 mm
Net weight (40SW15)      32 kg
Net weight (40SW15/A)      33 kg

In compliance with European Standards       - Certified by Italian Quality Institute

XTDS15 XTDS15/A Deflector Line

professional subwoofers

Frequency response

Impedance response (XTDS15)

TECHNICAL FEATURES
System configuration (XTDS15) subwoofer
System configuration (XTDS15/A) active subwoofer
Power handling RMS 1000 W
Power handling Music 2000 W
Power handling Peak 4000 W
Frequency response (-3 dB) 40÷200 Hz
Nominal impedance (XTDS15) 8 Ohm
Axial sensitivity (1W@1m) 98 dB
Continuous SPL (@1m) 128 dB
Peak SPL (@1m) 134 dB
Recom. frequency cut (XTDS15) 100 Hz

Amplifier’s data (XTDS15/A)
Input max +10 dBu - XLR, loop output
Front panel indicators LED: power, signal/limit
Input impedance 5,5 kOhm unbal., 11 kOhm bal.
DSP Processing 24 bit/96kHz (4 select. preset)
Output power rating (LF) 1600 WRMS @16Ohm - class D
THD <0,05% @1 kHz -3 dB output
AC power connector Neutrik PowerCon
AC voltage 115/230 V ~ 45/65 Hz ± 10%

Transducers (XTDS15)
LF sub system 1x15” neodymium

Nominal impedance 8 Ohm
Nominal power handling 1000 W
Sensitivity (1W@1m) 97 dB

Physical

Input connectors (XTDS15) 2xNL4FC speakon 

Cabinet birch plywood

Finish HDSCTM

Dimensions (WxHxD) 470x615x560 mm

Net weight (XTDS15) 30,5 kg

Net weight (XTDS15/A) 32 kg

GENERALITÀ
Diffusori subwoofer reflex per la riproduzione delle note basse. Destina-
ti ad essere impiegati in sistemi professionali multiamplificati di grande 
potenza.

COMPONENTI
Il diffusore XTDS15 adotta un woofer da 15” dotato di un potente ma-
gnete in neodimio e con bobina in rame smaltato, per garantire la massi-
ma tenuta ai sovraccarichi termici. La membrana è di tipo idrorepellente, 
resistente a condizioni estreme di umidità e temperatura. Il cestello, in 
alluminio pressofuso, è dotato di dissipatore termico.

CABINET
Il mobile dell’XTDS15 è realizzato in legno di betulla ad alta densità 
e rigidità strutturale. Lo sviluppo e la sezione del caricamento sono 
stati ottimizzati in funzione dei parametri dell’altoparlante, al fine di 
garantire il massimo dell’efficienza totale e di estensione nella rispo-
sta. L’XTDS15 viene fornito con griglie di protezione antisfondamento 
e rivestito internamente di spugna antipolvere trasparente al suono.

VERSIONI
Disponibile la versione XTDS15/A amplificata con DSP (Digital Signal  
Processor) completa di software per la gestione delle funzioni di gain, EQ, 
delay, limiter, etc.. e per la memorizzazione di 4 preset selezionabili. 

Tutte le misure sono state effettuate nei laboratori di ricerca Sound Corporation.

System Configuration (/A)          active subwoofer                                 

TECHNICAL FEATURES
System Configuration          subwoofer                                 

Power handling RMS          550 W                                                   
Power handling Music          1100 W                                                                                     
Power handling Peak          2200 W                                              
Frequency Response (±4dB)       45 Hz ÷ 120 Hz                                                           
Nominal Impedance (passive)      8 Ω                                            
Axial Sensitivity (1W@1m)          100 dB                                       
Continuous SPL (@1m)          127 dB                                      
Peak SPL (@1m)           133 dB

Transducers
LF sub system           1×15”                                 
  Nominal Impedance          8 Ω
  Nominal power handling (AES)  550 W      
  Sensitivity (1W@1m)          99 dB

Amplifier’s data (40SW15/A)                                                   
Input            max +10 dBu - XLR                                                                                    
Panel Indicators           LED: power, signal, limit                                               
Input Impedance           12k Ω unbal. - 24k Ω bal.                                                           
DSP processing           24 bit/96k Hz (2 sel. presets)                                            
Output Power (LF+HF)          500 W @8 Ω - class D                       

THD            <0,05%@1k Hz -3 dB output                                       
AC Power Connector           Neutrik® powerCON                                      
AC Voltage           115/230 V ~ 45/65 Hz ±10%

40SW15 drawings

All measurements have been taken in the Sound Corporation research laboratories.
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40SW15 • 40SW15/A
Forty Series 40SW15 • 40SW15/A

System configuration subwoofer active subwoofer

Power handling RMS 600 W Class D switching amplifier

Frequency response 40÷120 Hz 40÷120 Hz

Peak SPL (@1m) 133 dB 133 dB

Impedance 8 Ohm /

Transducers 1x15” 1x15”

Cabinet birch plywood birch plywood

Input connectors 2 x NL4 Speakon XLR – NAC3MPA

Dimensions (WxHxD) 440x500x713 mm 440x500x713 mm

Net weight (Kg) 33 33,5
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40SW15 overview
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• Woofer da 15’’;

• Architettura passa-banda;

• Trattamento anti intemperie dei componenti;

• Cabinet in multistrato di betulla;

• Versione passiva e attiva;

• RODAP® (RObust Design And Prototyping).

DESCRIZIONE
Subwoofer estremamente compatto in betulla finlandese, progettato per 
assicurare un’alta efficienza acustica e una riproduzione delle sole frequen-
ze ultra basse, senza interferire con le frequenze basse riprodotte dagli altri 
elementi del sistema audio. La soluzione passa-banda permette inoltre 
una forte riduzione delle distorsioni anche alla massima potenza, grazie 
a un movimento contenuto della membrana radiante. La parte elettroa-
custica è composta da un woofer a 15’’. La parte elettronica presenta 
componenti di alta qualità che garantiscono un’ottima tenuta in potenza e 
una notevole qualità sonora. Le maniglie ergonomiche e la predisposizione 
per le ruote permettono una facile trasportabilità del subwoofer. La tecnica 
di verniciatura all’acqua utilizza un goffrato monocomponente ed è stata 
studiata apposta per resistere a danni dovuti ad abrasioni, graffi, urti, o 
elevati tassi di umidità. La progettazione del diffusore è stata realizzata 
attraverso le procedure previste dall’approccio RODAP®, che richiede la 
collaborazione e l’apporto specifico delle competenze di tutte le divisioni 
del gruppo Sound Corporation.

VERSIONI
L’unità è disponibile anche in versione attiva (mod. 40SW15/A), con un 
amplificatore in tecnologia switching in classe D. Questo amplificatore pre-
senta avanzati algoritmi di protezione che permettono un’ottimizzazione 
della potenza fornita e allo stesso momento grande sicurezza e affidabilità. 
Il peso e la qualità sonora sono una soluzione per chi ricerca portabilità e 
fedeltà.

SUBWOOFER PROFESSIONALE 

RISPOSTA IN FREQUENZA CARATTERISTICHE TECNICHE

Tutte le misure sono state effettuate nei laboratori Sound Corporation

DISEGNO COSTRUTTIVO
 Professional Subwoofers

GENERALITÀ
Diffusore subwoofer di tipo passa-banda estremamente 
compatto, progettato per assicurare un’alta efficienza acustica 
e una riproduzione delle frequenze ultra basse. Destinato ad 
essere impiegati in sistemi professionali multi-amplificati di grande 
potenza.

COMPONENTI
Il modello 40SW18 monta un woofer da 18” con bobina in rame 
smaltato, per garantire la massima tenuta ai sovraccarichi termici. 
La membrana è di tipo idrorepellente, resistente a condizioni 
estreme di umidità e temperatura. Il cestello in alluminio è dotato 
di dissipatore termico. 

CABINET
Il mobile di 40SW18 è realizzato in legno di betulla finlandese 
ad alta densità e rigidità strutturale. Lo sviluppo e la sezione 
del caricamento sono stati ottimizzati in funzione dei parametri 
dell’altoparlante, al fine di garantire il massimo dell’efficienza 
totale e di estensione nella risposta. 40SW18 è provvisto di griglie 
di protezione antisfondamento e rivestito internamente di spugna 
antipolvere trasparente al suono. 

 Frequency response

 Impedance response

VERSIONI
È disponibile la versione attiva (mod. 40SW18/A), con amplificatore 
digitale in tecnologia switching da 500 W e DSP (Digital Signal 
Processor), avente 2 diversi tagli passa-basso selezionabili 
tramite switch, posizionato nel pannello posteriore.

In compliance with European Standards       - Certified by Italian Quality Institute

XTDS15 XTDS15/A Deflector Line

professional subwoofers

Frequency response

Impedance response (XTDS15)

TECHNICAL FEATURES
System configuration (XTDS15) subwoofer
System configuration (XTDS15/A) active subwoofer
Power handling RMS 1000 W
Power handling Music 2000 W
Power handling Peak 4000 W
Frequency response (-3 dB) 40÷200 Hz
Nominal impedance (XTDS15) 8 Ohm
Axial sensitivity (1W@1m) 98 dB
Continuous SPL (@1m) 128 dB
Peak SPL (@1m) 134 dB
Recom. frequency cut (XTDS15) 100 Hz

Amplifier’s data (XTDS15/A)
Input max +10 dBu - XLR, loop output
Front panel indicators LED: power, signal/limit
Input impedance 5,5 kOhm unbal., 11 kOhm bal.
DSP Processing 24 bit/96kHz (4 select. preset)
Output power rating (LF) 1600 WRMS @16Ohm - class D
THD <0,05% @1 kHz -3 dB output
AC power connector Neutrik PowerCon
AC voltage 115/230 V ~ 45/65 Hz ± 10%

Transducers (XTDS15)
LF sub system 1x15” neodymium

Nominal impedance 8 Ohm
Nominal power handling 1000 W
Sensitivity (1W@1m) 97 dB

Physical

Input connectors (XTDS15) 2xNL4FC speakon 

Cabinet birch plywood

Finish HDSCTM

Dimensions (WxHxD) 470x615x560 mm

Net weight (XTDS15) 30,5 kg

Net weight (XTDS15/A) 32 kg

GENERALITÀ
Diffusori subwoofer reflex per la riproduzione delle note basse. Destina-
ti ad essere impiegati in sistemi professionali multiamplificati di grande 
potenza.

COMPONENTI
Il diffusore XTDS15 adotta un woofer da 15” dotato di un potente ma-
gnete in neodimio e con bobina in rame smaltato, per garantire la massi-
ma tenuta ai sovraccarichi termici. La membrana è di tipo idrorepellente, 
resistente a condizioni estreme di umidità e temperatura. Il cestello, in 
alluminio pressofuso, è dotato di dissipatore termico.

CABINET
Il mobile dell’XTDS15 è realizzato in legno di betulla ad alta densità 
e rigidità strutturale. Lo sviluppo e la sezione del caricamento sono 
stati ottimizzati in funzione dei parametri dell’altoparlante, al fine di 
garantire il massimo dell’efficienza totale e di estensione nella rispo-
sta. L’XTDS15 viene fornito con griglie di protezione antisfondamento 
e rivestito internamente di spugna antipolvere trasparente al suono.

VERSIONI
Disponibile la versione XTDS15/A amplificata con DSP (Digital Signal  
Processor) completa di software per la gestione delle funzioni di gain, EQ, 
delay, limiter, etc.. e per la memorizzazione di 4 preset selezionabili. 

Tutte le misure sono state effettuate nei laboratori di ricerca Sound Corporation.

Physical
Input connectors       2 x NL4 Neutrik® speakON
Cabinet        birch plywood
TECHNICAL FEATURESDimensions (WxHxD)      500 x 650 x 770 mm
Net weight (40SW15)      39.5 kg
Net weight (40SW15/A)      40.5 kg

System Configuration (/A)          active subwoofer                                 

TECHNICAL FEATURES
System Configuration          subwoofer                                 

Power handling RMS          600 W                                                   
Power handling Music          1200 W                                                                                     
Power handling Peak          2400 W                                              
Frequency Response (±4dB)       45 Hz ÷ 120 Hz                                                           
Nominal Impedance (passive)      8 Ω                                            
Axial Sensitivity (1W@1m)          100 dB                                       
Continuous SPL (@1m)          128 dB                                      
Peak SPL (@1m)           134 dB

Transducers
LF sub system           1×18”                                 
  Nominal Impedance          8 Ω
  Nominal power handling (AES)  600 W      
  Sensitivity (1W@1m)          99 dB

Amplifier’s data (40SW18/A)                                                   
Input            max +10 dBu - XLR                                                                                    
Panel Indicators           LED: power, signal, limit                                               
Input Impedance           12k Ω unbal. - 24k Ω bal.                                                           
DSP processing           24 bit/96k Hz (2 sel. presets)                                            
Output Power (LF+HF)          500 W @8 Ω - class D                       

THD            <0,05%@1k Hz -3 dB output                                       
AC Power Connector           Neutrik® powerCON                                      
AC Voltage           115/230 V ~ 45/65 Hz ±10%

40SW18 drawings

All measurements have been taken in the Sound Corporation research laboratories.
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40SW18 • 40SW18/AForty Series 40SW18 • 40SW18/A

System configuration subwoofer active subwoofer

Power handling RMS 700 W Class D switching amplifier

Frequency response 35÷120 Hz 35÷120 Hz

Peak SPL (@1m) 134 dB 134 dB

Impedance 8 Ohm /

Transducers 1x18” 1x18”

Cabinet birch plywood birch plywood

Input connectors 2 x NL4 Speakon XLR – NAC3MPA

Dimensions (WxHxD) 500x650x770 mm 500x650x770 mm

Net weight (Kg) 40 40,5
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40SW18 overview
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DESCRIZIONE
Subwoofer estremamente compatto in betulla finlandese, progettato per 
assicurare alta efficienza acustica e una riproduzione delle sole frequenze 
ultra basse, senza interferire con le frequenze basse riprodotte dagli altri 
elementi del sistema audio. La soluzione passa-banda permette inoltre 
una forte riduzione delle distorsioni anche alla massima potenza, grazie 
a un movimento contenuto della membrana radiante. La parte elettroa-
custica è composta da un woofer a 18’’. La parte elettronica presenta 
componenti di alta qualità che garantiscono un’ottima tenuta in potenza e 
una notevole qualità sonora. Le maniglie ergonomiche e la predisposizione 
per le ruote permettono una facile trasportabilità del subwoofer. La tecnica 
di verniciatura all’acqua utilizza un goffrato monocomponente ed è stata 
studiata apposta per resistere a danni dovuti ad abrasioni, graffi, urti, o 
elevati tassi di umidità. La progettazione del diffusore è stata realizzata 
attraverso le procedure previste dall’approccio RODAP®, che richiede la 
collaborazione e l’apporto specifico delle competenze di tutte le divisioni 
del gruppo Sound Corporation.

VERSIONI
L’elemento è disponibile anche in versione attiva (mod. 40SW18/A), con 
un amplificatore in tecnologia switching in classe D. Questo amplificato-
re presenta avanzati algoritmi di protezione che permettono un’ottimiz-
zazione della potenza fornita e allo stesso momento grande sicurezza e 
affidabilità. Il peso e la qualità sonora sono una soluzione per chi ricerca 
portabilità e fedeltà.

SUBWOOFER PROFESSIONALE 

RISPOSTA IN FREQUENZA CARATTERISTICHE TECNICHE

Tutte le misure sono state effettuate nei laboratori Sound Corporation

• Woofer da 18’’;

• Architettura passa-banda;

• Trattamento anti intemperie dei componenti;

• Cabinet in multistrato di betulla;

• Versione passiva e attiva;

• RODAP® (RObust Design And Prototyping).

DISEGNO COSTRUTTIVO

FREQUENCY RESPONSE IMPEDANCE RESPONSE (40SW15)

  PHYSICAL
Cabinet birch plywood
Colour black
Input connectors (40SW15) 2 x NL4 Neutrik® speakON

Grille perf. steel (Ø 6 mm, 7.2 mm step) 
with acoustically transparent foam

Dimensions (WxHxD) 44 x 59.5 x 71 cm
Net weight (40SW15) 32.5 kg
Net weight (40SW15/A) 33.5 kg

FREQUENCY RESPONSE IMPEDANCE RESPONSE (40SW18)

  PHYSICAL
Cabinet birch plywood
Colour black
Input connectors (40SW18) 2 x NL4 Neutrik® speakON

Grille perf. steel (Ø 6 mm, 7.2 mm step) 
with acoustically transparent foam

Dimensions (WxHxD) 50 x 66.5 x 77 cm
Net weight (40SW18) 39.5 kg
Net weight (40SW18/A) 40.5 kg
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AMPLIFIER DATA (40SW15/A)
Audio input XLR with loop through - max +10 dBu
Panel indicators LED: power, signal, limit

Panel controls
Mode A (90 Hz)/Mode B (110 Hz) 
switch, level control

DSP processing 24 bit/96 kHz (2 sel. presets)
Amplification power 500 W - class D
Efficiency > 90% typical

Protection systems
over current, temperature,
brownout, soft start

AC power connector Neutrik® powerCON
AC power operating range automatic 115/230 VAC ± 10%, 45/65 Hz

AMPLIFIER DATA (40SW18/A)
Audio input XLR with loop through - max +10 dBu
Panel indicators LED: power, signal, limit

Panel controls
Mode A (90 Hz)/Mode B (110 Hz) 
switch, level control

DSP processing 24 bit/96 kHz (2 sel. presets)
Amplification power 500 W - class D
Efficiency > 90% typical

Protection systems
over current, temperature,
brownout, soft start

AC power connector Neutrik® powerCON
AC power operating range automatic 115/230 VAC ± 10%, 45/65 Hz

In compliance with European Standards        - Certified by Italian Quality Institute  In compliance with European Standards        - Certified by Italian Quality Institute  

DESCRIPTION

COMPONENTS

CABINET

VERSIONS

Extremely compact band-pass subwoofers. They were designed to 
guarantee strong acoustic performance and precise reproduction of  
ultra-low frequencies. These subs are suggested for use in high-power 
professional systems with multi-amplification.

The 40SW15 and 40SW15/A have inside them a 15” woofer with enamelled 
copper coil, to guarantee maximum protection against thermal overload. 
The membrane is weatherproof and resistant to extreme temperatures 
and humidity levels. The basket has an Aluminium heat sink.

The cabinet of these subs is made of high-density Baltic birch plywood 
providing excellent structural rigidity. The section and loading of 
the subwoofer cabinet are optimized depending on the transducer 
parameters to guarantee maximum overall efficiency and extension in 
frequency response. Moreover, both models have impact-resistant grilles 
and a foam dust-protection lining inside that is transparent to sound.

An active version of this model is available (40SW15/A), with a 500 W digital 
amplifier using switching technology and a DSP (Digital Signal Processor), 
with 2 different low-pass frequency cuts that the user can select through 
a switch located on the rear panel.

DESCRIPTION

COMPONENTS

CABINET

VERSIONS

The 40SW18 and 40SW18/A have inside them an 18” woofer with  
enamelled copper coil, to guarantee maximum protection against thermal 
overload. The membrane is weatherproof and resistant to extreme 
temperatures and humidity levels. The basket has an Aluminium heat sink.

The cabinet of these subs is made of high-density Baltic birch plywood 
providing excellent structural rigidity. The section and loading of 
the subwoofer cabinet are optimized depending on the transducer 
parameters to guarantee maximum overall efficiency and extension in 
frequency response. Moreover, both models have impact-resistant grilles 
and a foam dust-protection lining inside that is transparent to sound.

An active version of this model is available (40SW18/A), with a 500 W digital 
amplifier using switching technology and a DSP (Digital Signal Processor), 
with 2 different low-pass frequency cuts that the user can select through 
a switch located on the rear panel.

Compact and robust band-pass subwoofers. They were designed to 
guarantee strong acoustic performance and deep reproduction of 
ultra-low frequencies. These subs are suggested for use in high-power 
professional systems with multi-amplification.


